
THE MAIN TYPES OF CONTAINERS USED IN SEA FREIGHT

CONTAINER 20' BOX

Lenght mm.6058 mm.5860da a 
Widht mm.2438 mm.2310

mm.2280 Min. Max.

Widht

m3 32,00
Kg. 18270 Kg. 27980

HeightHeight mm.2591 mm.2360
mm.2270 Kg. 2050 Kg. 2650

CONTAINER 20' open top

mm.6058 mm.5800da a 
mm.2438 mm.2310

mm.2280 Min. Max.m3 31,50
Kg. 18170 Kg. 27980

mm.2591 mm.2280
mm.2010 Kg. 2150 Kg. 2250

CONTAINER 20' reefer

mm.6058 mm.5330m3 26,00 da a 
mm.2438 mm.2220

mm.2165 Min. Max.
Temperature range Kg. 17090 Kg. 27280

mm.2591 mm.2135
mm.2150 Kg. 2800 Kg. 3150

-25 C° +25 C°

CONTAINER 20' flat rack

mm.6058da a 
mm.2438

Min. Max.
Kg. 17850 Kg. 27920

mm.2591
Kg. 2300 Kg. 2560

CONTAINER 40' BOX

mm.12192 mm.12010da a 
mm.2438 mm.2320

mm.2280 Min. Max.m3 65,00
Kg. 26740 Kg. 36850

mm.2591 mm.2360
mm.2270 Kg. 3630 Kg. 3740

Overall dimensions

Overall dimensions

Internal dimensions

Overall dimensions

Overall dimensions

Overall dimensions

Internal dimensionsLoadable weight

Loadable weight

Loadable weight

Loadable weight

Loadable weight

Door opening TARECapacity

TARE

Door opening TARECapacity

Internal dimensions Door Opening TARE

Dimensioni interne Door opening TARECapacity

Capacity
Lenght

Height

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Widht
Height

Widht
Height

Widht
Height

Widht
Height

Loadable weight



CONTAINER 40' higt cube

mm.12192 mm.12020da a 
mm.2438 mm.2340

mm.2290 Min. Max.m3 75,50
Kg. 26580 Kg. 26850

mm.2896 mm.2680
mm.2570 Kg. 3800 Kg. 4150

CONTAINER 40' open top

mm.12192 mm.12010da a 
mm.2438 mm.2320

mm.2280 Min. Max.m3 64,00
Kg. 26850 Kg. 27980

mm.2591 mm.2360
mm.2190 Kg. 3650 Kg. 3800

CONTAINER 40' reefer

mm.12192 mm.11180m3 55,00 da a 
mm.2438 mm. 2240

mm.2165 Min. Max.
Temperature range Kg. 25080 Kg. 25980

mm.2591 mm.2175
mm.2110 Kg. 3900 Kg. 4600

-25 C° +25 C°

CONTAINER 40' flat rack

mm.12192da a 
mm.2438

Min. Max.
Kg. 21300 Kg. 31030

mm.2591
Kg. 2700 Kg. 2800

Overall dimensions

Overall dimensions

Overall dimensions

Overall dimensions

Loadable weight

Loadable weight

Loadable weight

Loadable weight

TARE

TARE

Internal dimensions Door opening

Capacity

Capacity

Internal dimensions Door opening

TARE

TARE

Internal dimensions Door opening

THE MAIN TYPES OF CONTAINERS USED IN SEA FREIGHT

Capacity

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Lenght
Widht
Height

Widht
Height

Widht
Height

Widht
Height



THE MAIN TYPES OF CONTAINERS USED IN AIR FREIGHT

Name: LD8 Compatibile - Suitable for:
IATA ULD code: DQF 767 - 787
Rate class: Type 6A

Kg. 2.450 Kg. 127 m3 7,10
Lbs 5.401 Lbs 280 ft3 252

Name: LD4 Compatibile - Suitable for:
IATA ULD code: ALP 767 - 777 - 787
Rate class: Type 8

Kg. 2.449 Kg. 120 m3 5,70
Lbs 5.400 Lbs 264 ft3 200

Name: LD3 Compatibile - Suitable for:
IATA ULD code: AKE A300 - A310 - A330 - A340 -
Rate class: Type 8 747 -767 -787 -DC10 -MD11

Kg. 1.588 Kg. 82 m3 4,50
Lbs 3.500 Lbs 181 ft3 159

Name: LD2 Compatibile - Suitable for:
IATA ULD code: DPE 747 - 767 - 777 - 787
Rate class: Type 8D

Kg. 1.225 Kg. 92 m3 3,50
Lbs 2.700 Lbs 203 ft3 124

Name: LD11 Compatibile - Suitable for:
IATA ULD code: ALP 747 - 777 - 787
Rate class: Type 6 DC 10 - MD 11

Kg. 3.176 Kg. 185 m3 7,40
Lbs 7.002 Lbs 408 ft3 262

Maximum gross weight

Maximum gross weight

Maximum gross weight

Maximum gross weight

Maximum gross weight

Tara - Tare weight Volume 

Volume 

Volume 

Tara - Tare weight

Tara - Tare weight

Tara - Tare weight Volume 

Tara - Tare weight Volume 



THE MAIN TYPES OF CONTAINERS USED IN AIR FREIGHT

Name: PMC Pallet Compatibile - Suitable for:
IATA ULD code: P6P 747 - 767 - 777 - 787
Rate class: Type 2BG DC 10 - MD 11

Kg. Kg. 120 m3 da 11,5 a 21,2
Lbs Lbs 265 ft3 da 407 a 750

Name: Half Pallet Compatibile - Suitable for:
IATA ULD code: PNA 767 767 - 787
Rate class: Type 8

Kg. 2.449 Kg. 83 m3 5,50
Lbs 5.400 Lbs 183 ft3 194

Name: Pallet LD7 Compatibile - Suitable for:
IATA ULD code: P1P 707F - 727F - 737F - 757F
Rate class: Type 5 DC8F - DC9F

Kg. 4.626 Kg. 105 m3 10,50
Lbs 10.198 Lbs 231 ft3 370

Name: Pallet LD7 with wings Compatibile - Suitable for:
IATA ULD code: P1P 747 - 777 - 787
Rate class: Type 5 DC10 - MD11

Kg. 5.000 Kg. 170 m3 14,00
Lbs 11.023 Lbs 375 ft3 495

Name: Pallet LD7 with foldings wings Compatibile - Suitable for:
IATA ULD code: P1P 747 - 777 - 787
Rate class: Type 5 DC10 - MD11

Kg. 5.000 Kg. 152 m3 14,00
Lbs 11.023 Lbs 335 ft3 495

Tara - Tare weight Volume 

Tara - Tare weight Volume 

Tara - Tare weight Volume 

Tara - Tare weight Volume 

Tara - Tare weight Volume 

Maximum gross weight

Maximum gross weight

Maximum gross weight

Maximum gross weight



THE MAIN TYPES OF CONTAINERS USED IN AIR FREIGHT

Name: Main Deck Compatibile - Suitable for:
IATA ULD code: PRA 747 combi - 747F - 777F
Rate class: Type 1P

Kg. 11.300 Kg. 410 m3 27,60
Lbs 24.911 Lbs 904 ft3 974

Name: Lower Deck Compatibile - Suitable for:
IATA ULD code: PLA 747 - 777 - 787
Rate class: Type 6 707F - 727F - 737F -

Kg. 3.175 Kg. 91 m3 7,10
Lbs 7.000 Lbs 200 ft3 250

Name: M6 Pallet Compatibile - Suitable for:
IATA ULD code: PGA 747COMBI  - 747F - 777F
Rate class: Type 1

Kg. 11.340 Kg. 500 m3 33,70
Lbs 25.000 Lbs 1.102 ft3 1190

Name: M6 Pallet 118 Compatibile - Suitable for:
IATA ULD code: PGA 747COMBI  - 747F - 777F
Rate class: Type 1

Kg. 11.340 Kg. 500 m3 39,60
Lbs 25.000 Lbs 1.102 ft3 1400

Tara - Tare weight Volume 

Tara - Tare weight Volume 

Tara - Tare weight Volume 

Tara - Tare weight Volume Maximum gross weight

Maximum gross weight

Maximum gross weight

Maximum gross weight


